TRANSMISSION

TRANSMISSION RATIOS
SHOCK ABSORBERS

FUEL TANK
ENGINE-6 cyl.
BORE & STROKE
DISPLACEMENT
HORSEPOWER
TORQUE
PISTONS
CYLINDERS
BFARINGS
INJECTORS
GOVERNOR

0IL. FILTERS
LUBRICATION
FUEL PUMP
AIR CLEANER

RADIATOR

RADIATOR CAPACITY
THROTTLE CONTROL

STARTER
ALTERNATOR
REGULATION
BATTERY
INSTRUMENTS
SWITCHES

3-61

Fuller 5C65 = 5 speeds,

1st 6,37 - 2nd 3,58 - 3rd 2,01 = Lth 1,33 - 5th 1,00-1,
L Heavy duty, air craft type.

62 gals, mounted right side.

Cummins diesel Model NHH 195 - horizontal mounting.

h Vi /B" x A"

672 cu, in, = Compression ratio 15,6=l.

195 HE,P, @ 2100 RPM,

535'# @ 1600 RPM,

Aluminum Alloy - cam ground.

Wet type linsrs,

7 main bearings,

Cam actuated PT metering type.

Mechanical type,

Full flow & Luber-Finer By-Pass Filter.

Forced feed to all bearings with gear type pump.
Cummins PT

Vortox = oil bath type ~ air piped from front of bus ahead
of wheels for clean air,

Side mounted on rubber - fin and tube type.

Cadillac Shutters.

5 3/L4 gals, Radiator and engine combined 60 gts.

Rod through bearings with Alemite greage fittings,

2l volt with series=parallel switch.

Leece-Neville 12 volt, 60 amp, with silicon rectifier,
Leece~lNeville current and voltage regulated,

2 Heavy duty 12 volt, in series, 2 volt svarting,
King-Seeley, including tachometer,

Mounted on instrument panel, circult breaker type.
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